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PRODUCT DESCRIPTION

Large aluminum extrusions with indirect lighting highlights cut outs in this architectural outlook. Directed outwards
toward the cutouts, these sconces are rated for outdoor applications. Select from Black or Architectural Bronze
finishes and two sizes of sconce, one of which is scaled for larger faA§ade applications.

MEASUREMENTS
— - DIMENSION 1 6.25"W x33.5" Hx 3.25" Ext
(] BACK PLATE 1 475"W x32"H x16.75"HCO
HANGING WEIGHT 1 931b
U LAMPING
INPUT VOLTAGE 1120V
™ 1 n LUMENS : 2,520 Rated (1,620 Del.)
BULB : 1 x36W LED AC Integrated , 36W Total
BULB INCLUDED . (Integrated)
= 44 DIMMABLE tY
e CRI 190 CRI
:ﬁE COLOR_TEMP : 3000K
L] LIGHTING_DIRECTION : Indirect

Always consult a qualified electrician before installing any lighting product.

J; 2 Contemporary
EASTERN DISTRIBUTION CENTER

FINISHES OPTION

. Architectural Bronze (ABZ)

Black (BK)

MATERIAL
Aluminum

RATINGS

CETLUs
Wet Location
ADA

@00

ADDITIONAL

INSTALL UP/DOWN: Any
RATED LIFE 35000 Hours
OPERATING TEMPERATURE:
-20°C (-4°F), 40°C (104°F)

PHOTOMETIC: Report Found Online
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