EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:

DATA OF LAMP PHOTOMETRIC DATA Eff: 2.83 Im/W
MODEL EDS2835 | Imax(cd) 40.37 S/IMH(C0/180) 2.54
NOMINAL POWER(W) | 15 LOR(%) 2.8 S/IMH(C90/270) 5.24
RATED VOLTAGE(V) | 15 TOTAL FLUX(Im) 50.130 hUP,DN(C0-180) 05,1.2
NOMINAL FLUX(Im) | 1800 CIE CLASS SEMI-D. | hUP,DN(C180-360) 0.2,0.8
LAMPS INSIDE 1 hup(%) 0.7 CIBSE SHR NOM 1.50
TEST VOLTAGE(V) | 120.4 hdown(%) 2.1 CIBSE SHR MAX 1.55

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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AVERAGE BEAM ANGLE(50%):141.1 DEG?/270:47-1deg

PLANAR ISOLUX DIAGRAM(UNIT:Ix)
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C Range: 0 - 360DEG
C Interval: 5.0DEG
Test Speed: HIGH
Temperature:30DEG

Operators:HCZ

Test Date:2017-10-31

gRange: 0 - 180DEG
ginterval: 0.5DEG
Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Humidity:65.0%
Test Distance:6.172m [K=1.0000]

Remarks:




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

ZONAL FLUX DIAGRAM:

ZONAL FLUX DIAGRAM

g co C45 C90 C135 C180 C225 C270 C315¢g F zon& total %lum,lamp
5 0.8519 0.8436 0.8314 0.8751 0.8969 0.8412 0.7827 0.8085 0-5 0.0196 0.0196  0/04,0.00
10 1.067 0.9682 0.8628 1.036 1.172 0.9685 0.7654 0.8931 5-10 0.0647 0.0843 0417,0.00
15 1.493 1.182 0.8941 1.305 1.693 1.p07 0.7480 1.066 10- 15 0.1284 0.2127 0442,0.01
20 2.176 1.507 1.089 1.699 24.516 1573 0.7703 1.338 15- 20 0.2297 0.4424 0/88,0.02
25 3.156 2.074 1.284 2.359 3.651 2.133 0.7926 1.800 20- 25 0.3933 0.8357 1/67,0.05
30 4.381 2.821 1.479 3.208 §5.027 2.887 0.8150 2.433 25- 30 0.6367 1.472 2/94,0.08
35 5.797 3.715 2.196 4.205 6.562 3.799 0.9701 3.232 30- 35 0.9803 2.453  4(89,0.14
40 7.315 4.811 2.914 5.393 §.192 4.883 1.125 4.209 35- 40 1.447 3.900 7{78,0.22
45 8.877 6.381 3.631 7.095 9.861 6.281 1.281 5.460 40- 45 2.027 5.928 11.8,0.33
50 10.45 7.983 4.994 8.832 11.53 7732 1.584 6.784 45- 50 2.720 8.648 1r.3,0.48
55 11.96 9.622 6.357 10.58 13.10 9.190 1.887 8.140 50- 55 3.540 12.19 24.3,0.68
60 13.29 11.70 7.721 12.73 14.41 10.78 2.190 9.725 55- 60 4.432 16.62 3B.2,0.92
65 0 13.66 8.925 14.74 0 12.19 1.914 11.17 60- 65 4.495 21.11  4p.1,1.17
70 0 13.94 10.13 15.03 0 12.08 1.639 11.08 65- 70 4.151 25.27 50.4,1.4
75 0 11.98 11.33 13.05 0 10.06 1.364 8.997 70- 75 3.801 29.07 58,1.61
80 0 9.693 12.54 10.73 0 7.771 1.089 6.612 75- 80 3.168 32.23 64.3,1.79
85 0 7.222 13.74 8.242 0 5.313 0,8134 4.040 80- 85 2.729 34.96 6D.7,1.94
90 0 4.711 14.95 5.709 0 2.769 0/5381 1.875 85- 90 2.237 37.20 74.2,2.07
95 0 4.585 12.64 4.894 0 2.270 0,5029 1.253 90- 95 2.242 39.44 78.7,2.19
100 0 4.071 10.34 3.818 0 1.772 0/4677 1.107 95-100 2.650 42.09 4,2.34
105 0 2.949 8.031 2.733 0 1.270 0/4325 0.9289 100-105 2.756 44.85 8D.5,2.49
110 0 1.630 5.726 1.583 0 7427 0.3973 0.6[930 105-110 2.950 47.80  95.4,2.66
115 0 0.8827 3.420 0.7475 0 Q.3871 0.8621 0.4P56 110-115 1.434 49.23 98.2,2.74
120 0.7931 0.4561 1.115 .3690 0.6093 0.2428 0.3270 0.2556 115-120 0.4059 49.64 P9,2.76
125 0.2203 0.1746 0.7645 0.1348 0.1835 0.1847 0.2626 0.1988 120-125 0.1719 49.81 99.4,2.77
130 0.1460 0.1362 0.4145 0.1247 0.1734 0.1/683 0.1982 0.1721 125-130 0.0970 49.91 99.6,2.77
135 0.1189 0.1048 0.0644 0.1259 0.1660 0.1578 0.1338 0.1422 130-135 0.0620 49.97 99.7,2.78
140 0.1064 0.0905 0.0627 0.1233 0.1437 0.1489 0.1205 0.1166 135-140 0.0452 50.01 99.8,2.78
145 0.0817 0.0786 0.0611 0.1026 0.1189 0.1252 0.1073 0.1059 140-145 0.0356 50.05 99.8,2.78
150 0.0768 0.0743 0.0594 0.0723 0.0917 0.1019 0.0941 0.0924 145-150 0.0270 50.08 99.9,2.78
155 0.0520 0.0658 0.0545 0.0564 0.0768 0.0796 0.0834 0.0833 150-155 0.0195 50.10 99.9,2.78
160 0.0446 0.0587 0.0495 0.0451 0.0644 0.0638 0.0727 0.0725 155-160 0.0136 50.11 100,2.78
165 0.0396 0.0495 0.0446 0.0467 0.0520 0.0591 0.0619 0.0574 160-165 0.0092 50.12 100,2.78
170 0.0396 0.0432 0.0438 0.0460 0.0446 0.0501 0.0512 0.0462 165-170 0.0058 50.13 100,2.78
175 0.0396 0.0411 0.0429 0.0446 0.0372 0.0374 0.0405 0.0373 170-175 0.0031 50.13 100,2.78
180 0.0421 0.0421 0.0421 0.0421 0.0297 0.0297 0.0297 0.0297 175-180 0.0009 50.13 100,2.78
DEG LUMINOUS INTENSITY:cd UNIT:Im

C Range: 0 - 360DEG

C Interval:
Test Speed: HIGH

Temperature:30DEG

Operators:HCZ

Test Date:2017-10-31

5.0DEG

gRange: 0 - 180DEG
ginterval: 0.5DEG
Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275

Humidity:65.0%

Test Distance:6.172m [K=1.0000]
Remarks:
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
rcc 80% 70% 50% 30% 10% 0
w 50% 30% 10% | 50% 30% 10%| 50% 30% 10% | 50% 30% 10% | 50% 30% 10%| O
rfc 20% 20% 20% 20% 20% 0
RCR:Room Cavity Ratio Coefficients of Utilization(CU)
0.0 .03 .03 .03 .03 .03 .03 .03 .03 .03 .02 .02 .02 .02 .02 .02 .02
1.0 .03 .02 .02 .02 .02 .02 .02 .02 .02 .02 .02 .02 .02 .02 .01 .01
2.0 .02 .02 .02 .02 .02 .02 .02 .02 .01 .02 .01 .01 .01 .01 .01 .01
3.0 .02 .01 .01 .02 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01
4.0 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01
5.0 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .00 .00
6.0 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .01 .00 .01 .01 .00 .00
7.0 .01 .01 .01 .01 .01 .00 .01 .01 .00 .01 .01 .00 .01 .00 .00 .00
8.0 .01 .01 .00 .01 .01 .00 .01 .01 .00 .01 .00 .00 .01 .00 .00 .00
9.0 .01 .01 .00 .01 .01 .00 .01 .00 .00 .01 .00 .00 .00 .00 .00 .00
10.0 .01 .00 .00 .01 .00 .00 .01 .00 .00 .01 .00 .00 .00 .00 .00 .00
LAMPS LUMINAIRE BUDGETARY DIAGRAM
50
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8 FLUX 1000Im
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C Range: 0 - 360DEG
C Interval: 5.0DEG
Test Speed: HIGH
Temperature:30DEG
Operators:HCZ

gRange: 0 - 180DEG

ginterval: 0.5DEG

Humidity:65.0%

Test Distance:6.172m [K=1.0000]
Test Date:2017-10-31 Remarks:

Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
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WEC AND CCEC

NAME: E41335-BKSA TYPE: WEIGHT:

DIM.: SPEC.: SERIAL No0.:171031002

MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
rcc 80% 70% 50% 30% 10%
w 50% 30% 10%| 50% 30% 10% 50% 30% 10%| 50% 30% 10%| 50% 30% 10%
rfc 20% 20% 20% 20% 20%
RORCR:Room Cavity Ratio Wall Exitance Coeffcients(WEC)
0.0
1.0 .013 .007 .002 |.012 .007 .002 |.012 .007 .002 |.011 .006 .002 |.010 .006 .002
2.0 .011 .006 .002 |.011 .006 .002 |.010 .005 .002 |.009 .005 .002 |.009 .005 .002
3.0 .010 .005 .002 |.009 .005 .001 |.009 .005 .001 |.008 .004 .001 |.007 .004 .001
4.0 .008 .004 .001 |.008 .004 .001 |.008 .004 .001 |.007 .004 .001 |.006 .004 .001
5.0 .008 .004 .001 |.007 .004 .001 |.007 .004 .001 |.006 .003 .001 |.006 .003 .001
6.0 .007 .003 .001 |.007 .003 .001 |.006 .003 .001 |.006 .003 .001 |.005 .003 .001
7.0 .006 .003 .001 |.006 .003 .001 |.006 .003 .001 |.005 .003 .001 |.005 .002 .001
8.0 .006 .003 .001 |.006 .003 .001 |.005 .003 .001 |.005 .002 .001 |.004 .002 .001
9.0 .005 .003 .001 |.005 .003 .001 |.005 .002 .001 |.004 .002 .001 |.004 .002 .001
10.0 .005 .002 .001 |.005 .002 .001 |.004 .002 .001 |.004 .002 .001 |.004 .002 .001
rcc 80% 70% 50% 30% 10%
w 50% 30% 10%| 50% 30% 10% 50% 30% 10%| 50% 30% 10%| 50% 30% 10%
rfc 20% 20% 20% 20% 20%

RE®&Roonm Cavity Ratio Ceiling Cavity Exitance Coefficients(CCEC)
0.0 .011 .011 .011 |.009 .009 .009 |.006 .006 .006 |.004 .004 .004 |.001 .001 .001
1.0 .011 .010 .009 |.009 .008 .008 |.006 .006 .005 |.004 .003 .003 |.001 .001 .001
2.0 .011 .009 .008 |.009 .008 .007 |.006 .005 .005 |.004 .003 .003 |.001 .001 .001
3.0 .011 .009 .007 |.009 .008 .006 |.006 .005 .004 |.004 .003 .003 |.001 .001 .001
4.0 .010 .008 .007 |.009 .007 .006 |.006 .005 .004 |.004 .003 .003 |.001 .001 .001
5.0 .010 .008 .007 |.009 .007 .006 |.006 .005 .004 |.003 .003 .002 |.001 .001 .001
6.0 .010 .008 .007 |.009 .007 .006 |.006 .005 .004 |.003 .003 .002 |.001 .001 .001
7.0 .010 .008 .006 |.008 .007 .006 |.006 .005 .004 |.003 .003 .002 |.001 .001 .001
8.0 .010 .008 .006 |.008 .007 .006 |.006 .005 .004 |.003 .003 .002 |.001 .001 .001
9.0 .009 .008 .006 |.008 .007 .006 |.006 .005 .004 |.003 .003 .002 |.001 .001 .001
10.0 .009 .007 .006 |.008 .006 .005 |.005 .005 .004 |.003 .003 .002 |.001 .001 .001

C Range: 0 - 360DEG

C Interval: 5.0DEG

Test Speed: HIGH

Temperature:30DEG
Operators:HCZ

Test Date:2017-10-31

gRange: 0 - 180DEG
ginterval: 0.5DEG
Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Humidity:65.0%

Test Distance:6.172m [K=1.0000]

Remarks:
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Uncorrected UGR Table

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No0.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
ceiling/cavity 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
walls 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
working plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
x=2H y= 2H 12.0 135 126 14.1 149 9.8 11.2 104 119 126
3H 12.2 136 12.8 14.2 15.0 13.9 152 145 159 16.7
4H 12.0 133 12.7 140 148 16.2 175 16.9 182 19.0
6H 11.9 13.1 125 13.8 14.6 189 20.1 196 20.8 21.6
8H 11.8 13.0 125 13.7 145 204 216 211 223 231
12H 11.7 128 124 136 144 22.1 232 228 239 2438
4H 2H 135 148 141 154 16.3 12.3 13.6 129 142 151
3H 157 168 16.4 175 18.4 157 169 16.4 17.6 185
4H 15.8 16.8 16.5 17.6 185 179 189 186 19.6 20.5
6H 156 16.6 164 17.3 18.2 204 214 212 221 230
8H 156 164 16.3 17.2 18.1 219 228 227 236 245
12H 155 16.3 16.2 17.1 18.0 237 245 245 253 26.2
8H 4H 174 18.3 18.2 19.1 20.0 18.7 196 195 204 213
6H 18.1 189 189 19.7 20.6 21.4 221 221 229 239
8H 18.2 189 19.0 19.7 20.6 23.0 236 238 245 254
12H 18.1 18.7 189 195 205 249 255 257 264 27.3
12H 4H 17.7 186 185 19.3 20.3 18.8 19.7 196 204 214
6H 18.8 194 196 20.2 21.2 216 222 223 23.0 240
8H 19.2 198 20.0 20.6 21.6 23.2 238 240 247 256
Variations with the observer position at spacings:
S=1.0H +0.3/-0.3 +0.1/-0.1
1.5H +0.6/-0.5 +0.2/-0.3
2.0H +0.7/-0.9 +0.4/-04

CIE Pub.117 Corrected 1800 Im Total Lamp Luminous Flux.(8log(F/F0) = 2.0)

C Range: 0 - 360DEG
5.0DEG

C Interval:

Test Speed: HIGH
Temperature:30DEG

Operators:HCZ

Test Date:2017-10-31

gRange: 0 - 180DEG

ginterval: 0.5DEG

Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275

Humidity:65.0%
Test Distance:6.172m [K=1.0000]
Remarks:
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UTILIZATION FACTORS TABLE

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No0.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
REFLECTANCE
Ceiling 0.8 0.8 0.8 0.7 0.7 0.7 0.5 0.5 0.5 0
Walls 0.7 0.5 0.3 0.7 0.5 0.3 0.7 0.5 0.3 0
Working plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0
ROOM INDEX UTILIZATION FACTORS(PERCENT) k(RI) x RCR =5
k =0.60 1 1 0 1 1 0 1 0 0
0.80 1 1 1 1 1 1 1 1 0 0
1.00 1 1 1 1 1 1 1 1 1 0
1.25 2 1 1 2 1 1 1 1 1 1
1.50 2 1 1 2 1 1 2 1 1 1
2.00 2 2 1 2 2 1 2 1 1 1
2.50 2 2 2 2 2 2 2 2 1 1
3.00 2 2 2 2 2 2 2 2 2 1
4.00 3 2 2 2 2 2 2 2 2 1
5.00 3 2 2 2 2 2 2 2 2 1
ROOM INDEX UF(total) Direct
According to DIN EN 13032-2 2004 Suspended SHRNOM =1.25

C Range: 0 - 360DEG

C Interval: 5.0DEG

Test Speed: HIGH

Temperature:30DEG
Operators:HCZ

Test Date:2017-10-31

gRange: 0 - 180DEG
ginterval: 0.5DEG

Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275

Humidity:65.0%
Test Distance:6.172m [K=1.0000]

Remarks:
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ISOCANDELA DIAGRAM

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
90 \ = _ 5%2551
I ‘ 10% 5.102
80 —— N \  15%7.653
\ y, T 20% 10.20
70 _ 25%12.75
| \ 30% 15.31
60 3 ‘ p— _ 35%17.86
\  40% 20.41
50 7  45%22.96
50% 25.51
40 _ 55% 28.06
_ 60% 30.61
30 _ 65%33.16
| 70% 35.71
.20 c  75%38.26
o \ | _ 80% 40.81
a 10 ‘ 850 43.36
= |  90% 45.92
S 0 \ \ ‘ J 950 48.47
= I |
& 10 \ \ \ ‘ /
> /
-20
-30
-40 —
-50 \
-60 %
-70
| Imax:51.02(H60.0,V-120.0)
-80 1 ‘ (At:C=30.0,Gamma=106.0)

SRR \“
|

UNIT: cd

-90 -80 -70 -60 -50 -40 -30 -20 -10 O 10 20 30 40 50 60 70 80 90

HORIZONTAL(DEG)

C Range: 0 - 360DEG
C Interval: 5.0DEG

Test Speed: HIGH

Temperature:30DEG

Operators:HCZ

Test Date:2017-10-31

gRange: 0 - 180DEG
ginterval: 0.5DEG

Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275

Humidity:65.0%
Test Distance:6.172m [K=1.0000]
Remarks:
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AAl Figure
NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No0.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:

3.281ft

im

6.562ft

2m

9.843ft

3m

13.12ft

4m

16.4ft

5m

Height

Flux out:17.10 Im

0.1619,0.3442fc ) 11.6ft
1.743,3.705Ix 353.49cm
0.0405,0.0861fc 23.19ft
0.4357,0.9263Ix 706.98cm
0.0180,0.0382fc 34.79ft
0.1936,0.4117Ix 1060.47cm
0.0101,0.0215fc 46.39ft
0.1089,0.2316Ix 1413.96cm
0.0065,0.0138fc 57.99ft
0.0697,0.1482Ix / \ 1767.45cm
Eavg,Emax Angle:121.00deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

C Range: 0 - 360DEG

C Interval:

5.0DEG

Test Speed: HIGH
Temperature:30DEG

Operators:HCZ

Test Date:2017-10-31

gRange: 0 - 180DEG
ginterval: 0.5DEG

Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275

Humidity:65.0%

Test Distance:6.172m [K=1.0000]

Remarks:
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ISOLUX DIAGRAM

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
315 15.7 0.0' 15.7 315
39.4 T2.00m  3940.01231x 0.001146fc

5% 0.0206Ix 0.001911fc

315 T T i B— -60m — 10% 0.0411Ix 0.003822fc
T P T 30% 0.1234Ix 0.01146fc
236 - - 7.20m
: 5 == N _ 50%0.2057Ix 0.01911fc
. 1 T /
15.7 ~ - - o~ .80m
AN )/
N 7
7.9 / 2140m

/
/
P
I "
\;’/
=
N
\,
D

0.0 U ©6,00m
7.9 AN 2140m
S N\
7 N\
15.7' — N .80m
'// \\
23.6' 7.20m
\\\r// /
315 — .60m
39.4° RE - 12.00m
9.60m 4.80m 0.00m 4.80m 9.60m
MOUNTING HEIGHT: 10'(3.0m)
C Range: 0 - 360DEG gRange: 0 - 180DEG
C Interval: 5.0DEG ginterval: 0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Temperature:30DEG Humidity:65.0%
Operators:HCZ Test Distance:6.172m [K=1.0000]

Test Date:2017-10-31 Remarks:
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Planar llluminance Curve

Planar llluminance Curve
E(Ix) MH=3m
0.45
____ Co0/180
0.405 “‘ ____ C90/270
0.36 |
[ ‘
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| \
| |
R
0.27 ; i
| | |
| ‘ ‘
e
0.225 -
| |
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| L
0.18 | — |
] |
0.135 | —
Rl
0.09 | \‘\A‘ ‘
0.045 ‘
o b+ —1 | K\
-25 -20 -15 -10 -5 0 5 10 15 20 25
Distance(m)
C Range: 0 - 360DEG gRange: 0 - 180DEG
C Interval: 5.0DEG ginterval: 0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Temperature:30DEG Humidity:65.0%
Operators:HCZ Test Distance:6.172m [K=1.0000]

Test Date:2017-10-31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
Table--1 UNIT: cd
C(DEG)
d (DEG) 0 5 10 | 15 | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 | 75 | 80 | 8 | 90
0 0.80 (0.80 |0.80 |0.80 |0.80 |0.80 [0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80
5 0.85 (0.85 |0.86 |0.86 |0.86 |0.86 [0.85 |0.85 |0.85 |0.84 |0.84 |0.84 |0.83 |0.83 |0.83 |0.83 |0.83 |[0.83 |0.83
10 1.07 |[1.07 |1.07 |1.07 |1.06 |1.04 |1.03 |1.01 |0.99 |0.97 |0.95 [0.93 |0.91 |0.89 |0.88 |0.87 |0.86 |0.86 |0.86
15 1.49 [1.50 |1.49 |1.47 |1.44 |1.40 [1.35 |1.30 |1.24 |1.18 |1.12 |1.07 |1.02 |0.98 |0.95 |0.92 |0.90 |{0.89 |0.89
20 2.18 |2.18 |2.16 |2.11 |2.05 |1.96 |1.86 |1.75 |1.62 |1.51 |1.41 |1.34 [1.27 |1.21 |1.16 |1.12 [1.10 |1.09 |1.09
25 3.16 |3.16 |3.12 |3.04 |2.91 |2.76 |2.58 |2.37 |2.23 |2.07 |1.92 |1.77 [1.63 |1.52 |1.43 |1.36 [1.31 |1.29 |1.28
30 4.38 |4.39 |4.33 |4.20 |4.02 |3.78 |3.54 |3.33 [3.09 [2.82 |2.55 |2.30 |2.07 |1.87 |1.72 |1.60 [1.53 |1.49 |1.48
35 5.80 |5.81 |5.72 |5.55 |5.30 |5.05 |4.80 |[4.48 |4.11 |3.71 |3.31 |2.92 [2.70 |2.51 |2.37 |2.28 [2.22 |2.20 |2.20
40 7.31 |7.33 |7.22 |7.01 |6.75 |6.52 |6.19 |5.77 |5.28 |4.81 |4.47 |4.11 [3.76 |3.46 |3.22 |3.06 [2.96 |2.92 |2.91
45 8.88 |8.90 |8.78 |8.52 |8.34 |8.06 |7.65 |7.13 |6.79 |6.38 |5.91 |5.40 [4.90 |4.45 |4.10 |3.85 [3.70 |3.63 |3.63
50 10.5 [10.5 |10.3 |10.2 |9.97 |9.62 |9.21 |8.91 |8.50 |7.98 |7.40 |6.75 |6.22 |5.79 |5.43 |5.17 |5.03 [4.99 |4.99
55 12.0 (120 |11.9 |11.8 |11.6 |11.3 |11.0 |10.7 |10.2 |9.62 |9.19 |8.68 |8.13 |7.56 |7.04 |6.64 |6.42 |6.35 |6.36
60 13.3 |[13.3 |13.3 |13.2 |13.1 |12.9 [12.7 |12.4 |12.1 |11.7 |11.2 |10.7 |10.0 |9.35 |8.68 |8.13 |7.82 |7.72 |7.72
65 0.00 |0.00 |0.00 {0.00 |14.2 |14.3 |14.1 |14.0 [13.9 [13.7 |13.2 |12.5 |11.3 |10.4 |9.62 |9.12 (8.89 |8.88 |8.93
70 0.00 |0.00 |0.00 {0.00 |0.00 |14.6 |14.7 |15.1 152 [13.9 |12.8 |11.8 |11.1 |10.5 |10.1 |9.92 (9.91 |10.0 |10.1
75 0.00 |0.00 |0.00 {0.00 [0.00 |0.00 |13.8 |13.3 [12.7 [12.0 |11.4 |10.9 |10.6 |10.5 |10.5 |10.7 [10.9 |11.2 |11.3
80 0.00 |0.00 |0.00 {0.00 [0.00 |0.00 |10.0 |9.91 [9.81 [9.69 |9.65 |9.74 |9.98 |10.4 |10.9 |11.4 [11.9 |12.3 |125
85 0.00 |0.00 |0.00 {0.00 [0.00 |0.00 |6.13 |6.41 |6.78 |7.22 |7.78 |8.46 |9.28 |10.2 |11.1 |12.1 [12.9 |13.4 |13.7
90 0.00 |0.00 |0.00 {0.00 |0.00 |0.00 |2.26 |2.90 [3.71 [4.71 |5.88 |7.17 |8.56 |10.0 |11.4 |12.7 [13.8 |14.6 |14.9
95 0.00 |0.00 |0.00 {0.00 [0.00 |0.00 |18.1 |12.4 |7.83 |4.59 |4.87 |5.88 |7.06 |8.31 |9.54 |10.7 [11.6 |12.3 |12.6
100 0.00 |0.00 |0.00 |0.00 {0.00 |0.00 |31.5 |20.1 |10.6 |4.07 [3.89 |4.62 |5.60 |6.64 |7.67 |8.64 |9.46 [10.0 |10.3
105 0.00 |0.00 |0.00 |0.00 [0.00 |0.00 |39.7 |23.2 |9.97 |2.95 [2.86 |3.35 |4.14 |4.98 |5.82 |6.61 |7.28 |7.79 |8.03
110 0.00 |0.00 |0.00 |0.00 [0.00 |25.8 |22.3 |18.0 |6.33 |1.63 [1.73 |2.04 |2.66 |3.30 |3.95 |4.57 |5.11 |552 |5.73
115 0.00 |0.00 |0.00 |0.00 [8.03 |4.05 |4.16 |5.33 |1.83 |0.88 |0.67 |0.68 |1.12 |1.58 |2.05 |2.51 |2.93 [3.26 |3.42
120 0.79 |0.81 |0.83 |0.76 [0.79 |0.61 |0.52 |0.31 |0.40 |0.46 [0.39 |0.44 |0.50 |0.56 |0.64 |0.75 |0.88 [1.03 |1.11
125 0.22 |0.26 |0.23 |0.27 |0.23 |0.22 |0.22 |0.18 |0.17 |0.17 [0.22 |0.27 |0.32 |0.38 |0.44 |0.52 |0.60 [0.71 |0.76
130 0.15 |0.15 |0.16 |0.16 |0.16 |0.16 |0.15 |0.14 |0.14 |0.14 [0.13 |0.11 |0.14 |0.18 |0.23 |0.28 |0.33 [0.39 |0.41
135 0.12 |0.13 |0.14 |0.14 |0.14 |0.13 |0.12 |0.12 |0.12 |0.10 [0.10 |0.10 |0.10 |0.09 |0.09 |0.08 |0.07 |0.07 |0.06
140 0.11 |0.11 |0.11 |0.12 [0.12 |0.11 |0.11 |0.10 |0.09 |0.09 [0.08 |0.09 |0.08 |0.07 |0.07 |0.07 |0.07 [0.06 |0.06
145 0.08 |0.09 |0.09 |0.10 {0.10 |0.10 |0.09 |0.09 |0.08 |0.08 [0.08 |0.08 |0.07 |0.06 |0.06 |0.06 |0.06 |[0.06 |0.06
150 0.08 |0.08 |0.08 |0.08 [0.08 |0.08 |0.08 |0.08 |0.08 |0.07 [0.07 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |[0.06 |0.06
155 0.05 |0.06 |0.06 |0.06 |0.06 |0.07 |0.07 |0.07 |0.07 |0.07 [0.06 |0.06 |0.06 |0.06 |0.06 |0.05 |0.05 [0.05 |0.05
160 0.04 |0.05 |0.05 |0.05 [0.06 |0.06 |0.06 |0.06 |0.06 |0.06 [0.06 |0.06 |0.05 |0.05 |0.05 |0.05 |0.05 [0.05 |0.05
165 0.04 |0.04 |0.04 |0.04 [0.05 |0.05 |0.05 |0.05 |0.05 |0.05 [0.05 |0.05 |0.05 |0.05 |0.04 |0.05 |0.04 |[0.04 |0.04
170 0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04
175 0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04
180 0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04
C Range: 0 - 360DEG gRange: 0 - 180DEG
C Interval: 5.0DEG ginterval: 0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Temperature:30DEG Humidity:65.0%
Operators:HCZ Test Distance:6.172m [K=1.0000]
Test Date:2017-10-31 Remarks:




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
Table--2 UNIT: cd
C(DEG)
d (DEG) 95 | 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 0.80 (0.80 |0.80 |0.80 |0.80 |0.80 [0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80
5 0.83 (0.84 |0.84 |0.85 |0.85 |0.86 |0.86 |0.87 |0.88 |0.88 |0.88 |0.89 |0.89 |0.90 |0.90 |0.90 |0.90 |{0.90 |0.90
10 0.87 |0.88 |0.89 [0.91 |0.93 |0.95 |0.98 |1.01 [1.04 [1.06 |1.09 |1.11 |1.14 |1.15 |1.17 |1.17 [1.18 |1.17 |1.17
15 0.90 |0.93 |[0.96 {1.00 [1.04 |1.10 |1.16 |1.23 [1.30 [1.38 |1.45 |1.51 |1.58 |1.63 |1.67 |1.69 [1.70 |1.69 |1.69
20 1.10 {1.13 |1.17 |1.23 |1.30 |1.38 |[1.48 |1.58 |1.70 |1.85 |2.00 [2.13 |2.26 |2.37 |2.45 |2.50 |2.52 |2.52 |2.51
25 1.30 [1.35 |1.42 |151 |1.64 |1.79 [1.96 |2.16 |2.36 |2.56 |2.76 |3.00 |3.21 |3.39 |3.52 |3.62 |3.66 |3.65 |3.64
30 151 [1.57 |1.68 |1.82 |2.02 |2.27 |2.55 |2.87 |3.21 |3.53 |3.84 |4.12 |4.39 |4.64 |4.85 |4.98 |5.04 |5.03 |5.02
35 2,22 |2.28 |2.38 |2.52 |2.71 |2.96 |3.25 |3.72 |4.20 |4.67 |5.10 |5.48 |5.79 |6.07 |6.33 |6.51 [6.58 |6.56 |6.57
40 2.95 |3.04 |3.19 |3.42 |3.74 |4.13 |4.56 |4.99 |5.39 |593 |6.49 |6.97 [7.36 |7.64 |7.92 |8.13 [8.22 |8.19 |8.21
45 3.68 |3.80 |4.02 |4.35 |4.82 |5.38 |5.97 |6.56 |7.10 |7.56 |7.94 |8.52 [8.99 |9.32 |9.54 |9.80 [9.90 |9.86 |9.89
50 5.04 |5.15 |5.38 |5.75 |6.24 |6.80 |7.44 |8.17 |8.83 |9.39 |9.85 |10.2 [10.6 |11.0 |11.3 |11.5 [11.6 |11.5 |11.6
55 6.42 |6.56 |6.89 |7.41 |8.07 |8.77 |9.44 |10.1 |10.6 |11.2 |11.7 |12.1 [12.3 |12.7 |12.9 |13.0 [13.2 |13.1 |13.1
60 7.79 |7.98 |8.41 |9.10 |9.91 |10.7 |11.5 |12.2 |12.7 |13.2 |13.5 |13.9 [14.1 |14.2 |14.3 |14.4 |145 |14.4 |14.4
65 8.98 |9.11 |9.46 |10.1 |11.0 |12.0 |13.3 |14.2 |14.7 |15.0 |15.1 |15.3 [15.3 |15.2 |0.00 |0.00 [0.00 |0.00 |0.00
70 10.2 {10.2 |10.3 |10.7 |11.2 |11.9 |12.7 |13.8 |15.0 |16.3 |16.2 |15.7 |15.4 |0.00 |0.00 |0.00 |0.00 |{0.00 |0.00
75 1.4 {113 |11.2 |11.1 |11.2 |11.4 |[11.8 |12.4 |13.0 |13.7 |14.2 |14.6 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00
80 12,5 [12.3 |11.9 |11.5 |11.2 |10.9 |[10.7 |10.7 |10.7 |10.8 |10.9 [10.9 |0.00 |0.00 |0.00 |0.00 |0.00 |{0.00 |0.00
85 13.7 |[13.3 |12.7 |11.9 |11.0 |10.2 |9.42 |8.78 |8.24 |7.78 |7.38 |7.05 |0.00 |0.00 |0.00 |0.00 |0.00 |{0.00 |0.00
90 14.9 (144 |134 |12.2 |10.9 |9.47 |8.12 |6.85 |5.71 |4.71 |3.90 [3.31 |0.00 |0.00 |0.00 |0.00 |0.00 |{0.00 |0.00
95 12.6 [12.1 |11.2 |10.2 |9.00 |7.79 |6.62 |5.60 |4.89 |7.96 |12.8 [18.8 |0.00 |0.00 |0.00 |0.00 |0.00 |{0.00 |0.00
100 10.3 |9.82 |9.07 |8.15 |7.17 |6.16 |5.17 |4.37 [3.82 [9.40 |19.4 |31.7 |0.00 |0.00 |0.00 |0.00 [0.00 |0.00 |0.00
105 7.95 |7.55 |6.92 |6.15 |5.35 |4.53 |3.72 |3.11 |2.73 |7.55 [21.5 |38.4 |0.00 |0.00 |0.00 |0.00 |0.00 |[0.00 |0.00
110 5.64 |5.28 |4.77 |4.15 |3.51 |2.88 |2.24 |1.75 |1.58 |3.95 [16.3 |20.9 |25.0 |0.00 |0.00 |0.00 |0.00 |[0.00 |0.00
115 3.33 |3.02 |2.60 |2.11 [1.63 |1.18 |0.71 |0.57 |0.75 |0.84 [3.79 |3.80 |2.86 |7.39 |0.00 |0.00 |0.00 |[0.00 |0.00
120 1.05 |0.90 |0.75 [0.62 |0.54 |0.49 |0.43 |0.37 |0.37 [0.32 |0.16 |0.40 |0.48 |0.57 |0.63 |0.66 [0.70 |0.61 |0.66
125 0.73 |0.62 |0.52 |0.43 [0.35 |0.31 |0.26 |0.20 |0.13 |0.13 |0.14 |0.16 |0.19 |0.17 |0.20 |0.15 |0.19 [0.18 |0.20
130 0.39 |0.34 |0.27 |0.22 |0.17 |0.12 |0.10 |0.12 |0.12 |0.14 |0.15 |0.15 |0.15 |0.15 |0.15 |0.15 |0.16 |[0.17 |0.18
135 0.06 |0.06 |0.07 |0.07 [0.08 |0.09 |0.10 |0.12 |0.13 |0.13 |0.15 |0.14 |0.14 |0.14 |0.14 |0.15 |0.16 |[0.17 |0.16
140 0.06 |0.06 |0.07 |0.07 [0.08 |0.09 |0.10 |0.11 |0.12 |0.13 |0.12 |0.12 |0.12 |0.12 |0.13 |0.13 |0.14 |[0.14 |0.15
145 0.06 |0.06 |0.07 |0.07 [0.08 |0.09 |0.09 |0.10 |0.10 |0.10 [0.10 |0.10 |0.09 |0.10 |0.11 |0.11 |0.11 [0.12 |0.12
150 0.06 |0.06 |0.06 |0.07 |0.07 |0.07 |0.08 |0.07 |0.07 |0.08 [0.08 |0.08 |0.08 |0.08 |0.09 |0.09 |0.09 [0.09 |0.10
155 0.05 |0.05 |0.06 |0.06 [0.06 |0.06 |0.06 |0.06 |0.06 |0.05 [0.05 |0.05 |0.06 |0.07 |0.08 |0.08 |0.08 [0.08 |0.08
160 0.05 |0.05 |0.05 |0.05 [0.05 |0.05 |0.05 |0.05 |0.05 |0.05 [0.05 |0.05 |0.05 |0.06 |0.06 |0.06 |0.07 |[0.06 |0.07
165 0.04 |0.04 |0.04 |0.04 [0.04 |0.05 |0.05 |0.05 |0.05 |0.05 [0.05 |0.05 |0.05 |0.05 |0.05 |0.06 |0.06 |[0.05 |0.05
170 0.04 |0.04 |0.04 |0.04 [0.04 |0.05 |0.05 |0.05 |0.05 |0.05 [0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 [0.04 |0.05
175 0.04 |0.04 |0.04 |0.05 [0.05 |0.05 |0.04 |0.04 |0.04 |0.04 [0.04 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |[0.04 |0.04
180 0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.03 |0.03
C Range: 0 - 360DEG gRange: 0 - 180DEG
C Interval: 5.0DEG ginterval: 0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Temperature:30DEG Humidity:65.0%
Operators:HCZ Test Distance:6.172m [K=1.0000]
Test Date:2017-10-31 Remarks:




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
Table--3 UNIT: cd
C(DEG)
d (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80 |0.80
5 0.89 |0.89 |0.88 |0.87 |0.87 |0.86 |0.85 |0.84 |0.83 |0.82 |0.82 |0.81 |0.80 |0.79 |0.79 |0.79 |0.78 |0.78 |0.78
10 1.16 |1.14 |1.12 |1.10 |1.07 |1.04 |1.00 |0.97 |0.94 |0.90 |0.87 |0.84 |0.82 |0.80 |0.78 |0.77 |0.77 |0.76 |0.77
15 1.67 |1.63 |1.58 |1.52 |1.45 |1.37 |1.29 |1.21 |1.13 |1.05 |0.98 |0.92 |0.86 |0.82 |0.78 |0.76 |0.75 |0.75 |0.76
20 2.47 |2.40 |2.31 |2.19 |2.05 |1.89 |1.73 |1.57 |1.42 |1.28 |1.16 |1.05 |0.95 |0.88 |0.82 |0.79 |0.77 |0.77 |0.79
25 3.59 |3.48 |3.32 |3.13 |2.90 |2.64 |2.39 |2.13 |1.88 |1.64 |1.42 |1.23 |1.08 |0.96 |0.87 [0.82 |0.79 |0.79 |0.83
30 4,95 |4.80 |4.58 |4.30 |3.99 |3.65 |3.28 |2.89 |2.49 |2.11 |1.76 |1.47 |1.23 |1.05 |0.92 |0.85 |0.81 |0.82 |0.87
35 6.48 |6.29 |6.01 |5.68 |5.30 |4.86 |4.35 |3.80 |3.24 |2.69 [2.24 |1.85 [1.53 |1.28 |1.11 |[1.01 |0.97 |0.98 |1.04
40 8.10 |7.88 |7.56 |7.21 |6.75 |6.18 |5.54 |4.88 |4.27 |3.63 |2.99 |[2.42 [1.93 |1.57 |1.32 [1.19 |[1.13 |1.14 |1.22
45 9.76 |9.50 |9.22 |8.80 |8.26 |7.59 |6.98 |6.28 |5.50 |4.67 |[3.84 [3.06 [2.39 [1.88 |1.54 [1.36 |1.28 |1.30 |1.41
50 11.4 |11.2 |10.9 |10.4 |9.83 |9.26 |8.56 |7.73 |6.80 |5.80 |4.83 |3.91 |3.08 |2.40 |1.94 |1.69 |1.58 |1.60 |1.75
55 13.0 |12.8 |12.5 |12.0 |11.5 |10.9 |10.1 |9.19 |8.26 |7.23 |6.13 |5.01 |3.93 |3.02 |2.37 |2.02 |1.89 |1.91 |2.13
60 14.3 |14.1 |13.8 |13.5 |13.0 |12.4 |11.6 |10.8 |9.81 |8.69 |7.45 |6.14 |4.83 |3.67 |2.82 |2.36 |2.19 |2.22 |2.52
65 0.00 [0.00 |14.7 |145 |14.1 |135 |12.9 |12.2 |11.2 |9.94 |8.12 |6.40 |4.84 |3.53 |2.61 |2.10 |1.91 |1.97 |2.30
70 0.00 |0.00 [0.00 |14.2 |14.0 |13.9 |13.6 |12.1 |10.5 |8.84 |7.25 |5.74 |4.36 |3.17 |2.32 |1.83 |1.64 |1.70 |2.01
75 0.00 |[0.00 [0.00 [0.00 |12.8 |12.1 |11.2 |10.1 |8.79 |7.49 |6.19 |4.94 |3.77 |2.76 |2.01 |1.56 |1.36 |1.42 |1.71
80 0.00 |[0.00 [0.00 |0.00 [9.49 |9.09 |8.53 |7.77 |6.88 |5.93 |4.97 |4.02 |3.11 |2.29 |1.68 |1.28 |1.09 |1.15 |1.39
85 0.00 |0.00 [0.00 |0.00 |6.18 |6.01 |5.72 |5.31 |4.80 |4.24 |3.63 |3.02 |2.38 |1.80 |1.33 |1.01 |0.81 |0.87 |1.06
90 0.00 |[0.00 [0.00 |0.00 |2.88 |2.89 |2.85 |2.77 |2.64 |2.47 |2.23 |1.96 |1.62 |1.28 |0.98 |0.73 |0.54 |0.59 |0.72
95 0.00 |[0.00 [0.00 |0.00 |16.9 |9.99 [3.97 |2.27 |2.16 |2.02 |1.87 |1.66 |1.39 |1.11 |0.87 |0.66 |0.50 |0.55 |0.65
100 0.00 |0.00 |0.00 |0.00 |27.6 |15.0 |4.08 |1.77 |1.67 |1.58 |1.50 |1.36 |1.16 |0.94 |0.75 |0.58 |0.47 |0.50 |0.58
105 0.00 |0.00 |0.00 |0.00 |34.1 |16.7 |2.83 |1.27 |1.16 |1.14 |1.14 |1.06 |0.93 |0.77 |0.63 |0.51 |0.43 |0.46 |0.50
110 0.00 |0.00 |0.00 |18.8 |16.2 |7.93 |0.80 |0.74 |0.64 |0.73 |0.79 |0.78 |0.71 |0.61 |0.52 |0.44 |0.40 |0.41 |0.43
115 0.00 |0.00 |4.72 |1.13 |2.76 |1.43 |0.47 |0.39 |0.28 |0.36 |0.46 |0.50 |0.50 |0.45 |0.40 |0.37 |0.36 |0.37 |0.36
120 0.63 |0.57 |0.46 |0.39 |0.32 |0.20 |0.27 |0.24 |0.25 |0.29 |0.32 |0.33 |0.33 |0.31 |0.30 |0.31 |0.33 |0.33 |0.30
125 0.20 |0.22 |0.21 |0.22 |0.20 |0.20 |0.19 |0.18 |0.19 |0.22 |0.24 |0.25 |0.25 |0.25 |0.24 |0.25 |0.26 |0.26 |0.24
130 0.18 |0.19 |0.19 |0.20 |0.20 |0.19 |0.18 |0.17 |0.16 |0.16 |0.16 |0.17 |0.18 |0.18 |0.19 |0.19 |0.20 |0.20 |0.19
135 0.16 |0.16 |0.17 |0.17 |0.17 |0.17 |0.17 |0.16 |0.15 |0.14 |0.13 |0.13 |0.13 |0.13 |0.13 |0.13 |0.13 |0.13 |0.14
140 0.14 |0.14 |0.14 |0.15 |0.15 |0.15 |0.15 |0.15 |0.14 |0.13 |0.13 |0.13 |0.13 |0.12 |0.12 |0.12 |0.12 |0.12 |0.12
145 0.12 |0.12 |0.12 |0.12 |0.12 |0.13 |0.12 |0.13 |0.12 |0.13 |0.12 |0.12 |0.12 |0.12 |0.11 |0.11 |0.11 |0.11 |0.11
150 0.10 |0.10 |0.10 |0.10 |0.09 |0.10 |0.10 |0.10 |0.10 |0.10 |0.11 |0.11 |0.10 |0.10 |0.10 |0.10 |0.09 |0.09 |0.09
155 0.08 |0.08 |0.08 |0.08 |0.08 |0.07 |0.08 |0.08 |0.08 |0.09 |0.09 |0.09 |0.09 |0.09 |0.09 |0.09 |0.08 |0.08 |0.08
160 0.07 |0.06 |0.06 |0.06 |0.06 |0.06 |0.07 |0.06 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07
165 0.05 |0.05 |0.05 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06
170 0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05
175 0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04 |0.04
180 0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03
C Range: 0 - 360DEG gRange: 0 - 180DEG
C Interval: 5.0DEG ginterval: 0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Temperature:30DEG Humidity:65.0%
Operators:HCZ Test Distance:6.172m [K=1.0000]
Test Date:2017-10-31 Remarks:




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: E41335-BKSA TYPE: WEIGHT:
DIM.: SPEC.: SERIAL No0.:171031002
MFR.: Maxim Lighting SUR.: PROTECTION ANGLE:
Table--4 UNIT: cd
C(DEG)
d (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355
0 0.80 [0.80 |0.80 |0.80 |{0.80 [0.80 [0.80 |0.80 |0.80 |0.80 {0.80 [0.80 [0.80 |0.80 |0.80
5 0.78 |0.78 |0.79 |0.79 |0.80 |0.80 [0.81 |0.82 |0.82 |0.83 |0.83 |0.84 [0.84 |0.85 |0.85
10 0.77 |0.79 |0.80 |0.82 [0.84 |0.87 |0.89 |0.92 |0.95 |0.97 [1.00 |1.02 |1.04 |1.05 |1.06
15 0.78 |0.81 |0.84 |0.89 [0.94 |1.00 |1.07 |1.13 |1.20 |1.27 [1.33 |1.38 |1.43 |1.46 |1.48
20 0.82 |0.87 |0.94 |1.02 [1.12 |1.22 |1.34 |1.48 |1.61 |1.74 |1.86 |1.97 |2.05 |2.12 |2.16
25 0.89 |0.97 |1.09 |1.24 [1.40 |1.60 |1.80 |2.01 |2.21 |2.43 |2.64 |2.82 |2.96 |3.07 |3.14
30 0.96 |1.10 |1.29 |152 [1.79 |2.11 |2.43 |2.76 |3.07 |3.36 [3.64 |3.91 |4.12 |4.27 |4.36
35 1.16 |[1.35 |1.60 |1.91 |2.29 |2.75 |3.23 |3.71 |4.16 |4.55 |4.88 |5.19 |5.47 |5.67 |5.78
40 1.40 |1.67 |2.05 |2.53 |3.07 |3.64 |4.21 |4.80 |5.39 |5.89 |6.31 |6.62 [6.93 |7.17 |7.30
45 1.65 [2.03 |2.58 |3.24 |3.98 |4.73 |5.46 |6.13 |6.71 |7.32 |7.82 |8.18 |8.44 |8.72 |8.87
50 2.10 |2.62 |3.31 |4.09 |4.96 |5.90 [6.78 |7.58 |8.26 [8.81 |9.34 |9.77 |10.0 |10.3 |10.4
55 2.63 |3.38 |4.31 |5.32 |6.32 |7.27 |8.14 |9.03 |9.80 [10.4 |10.9 |11.3 |11.6 |11.8 |12.0
60 3.19 |4.18 |5.36 |6.57 |7.73 |8.79 |9.73 |10.5 |11.3 119 |12.4 |12.7 |13.0 |13.2 |13.3
65 3.04 |4.17 |559 |7.21 |8.97 |10.2 |11.2 |11.9 |12.5 [13.0 |13.5 |13.7 |0.00 |0.00 |0.00
70 2.69 |3.70 |4.94 |6.34 |7.85 |9.44 |11.1 |12.7 |13.2 [13.3 |13.6 |0.00 [0.00 |0.00 |0.00
75 2.29 |3.14 |4.15 |5.29 |6.48 |7.72 |9.00 |10.2 |11.3 [12.2 |0.00 |0.00 |0.00 |[0.00 |0.00
80 1.85 [2.49 |3.25 |4.07 |4.91 |5.76 |6.61 |7.41 |8.07 |8.63 |0.00 [0.00 [0.00 |0.00 |0.00
85 1.38 [1.80 |2.26 |2.74 |3.19 |3.63 |[4.04 |4.41 |4.70 |4.93 |0.00 [0.00 [0.00 |0.00 |0.00
90 0.89 |1.07 |1.23 |1.35 [1.41 |1.41 |1.37 |1.33 |1.26 |1.19 |0.00 |0.00 |0.00 |0.00 |0.00
95 0.80 |0.95 |1.07 |1.16 [1.19 |1.21 |1.25 |3.39 |8.78 |15.5 |0.00 |0.00 |0.00 |0.00 |0.00
100 0.71 |0.83 |0.91 |0.97 |0.96 |0.99 |1.11 |4.08 |14.2 |26.7 |0.00 |0.00 [0.00 |0.00 |0.00
105 0.61 [0.71 |0.76 |0.78 |0.75 |0.75 |0.93 |3.41 |16.9 |33.3 |0.00 |0.00 [0.00 |0.00 |0.00
110 0.52 [0.59 |0.61 |0.60 [0.55 |0.48 |0.69 |1.76 |9.98 |16.3 |18.6 |0.00 [0.00 |0.00 |0.00
115 0.42 |0.48 |0.47 |0.44 |0.36 |0.30 |0.43 |0.56 |1.96 |3.02 |1.77 |4.74 |0.00 |0.00 |0.00
120 0.34 |0.37 |0.36 |0.33 |0.30 |0.26 |0.26 |0.29 |0.22 |0.37 |0.45 |0.56 |[0.67 |0.74 |0.80
125 0.26 |0.28 |0.27 |0.25 |0.23 |0.21 |0.20 |0.20 |0.20 |0.20 |0.21 |0.20 |0.24 |0.22 |0.24
130 0.19 |(0.19 |0.19 |0.17 |0.16 |0.17 |0.17 |0.18 |0.18 |0.18 |0.19 |0.19 [0.19 |0.18 |0.16
135 0.13 |0.13 |0.13 |0.13 |0.14 |0.14 |0.14 |0.15 |0.15 |0.16 |0.16 |0.17 |0.17 |0.15 |0.13
140 0.12 |0.12 |0.11 |0.12 |0.12 |0.12 |0.12 |0.12 |0.13 |0.14 |0.14 |0.15 [0.14 |0.12 |0.11
145 0.11 |0.10 |0.10 |0.10 |0.09 |0.10 |0.112 |0.11 |0.11 |0.12 |0.13 |0.12 |0.12 |0.11 |0.09
150 0.09 |0.09 |0.09 |0.09 |0.09 |0.09 |0.09 |0.10 |0.10 |0.10 |0.10 |0.09 |0.09 |0.08 |0.07
155 0.08 |0.08 |0.08 |0.08 |0.08 |0.08 |0.08 |0.09 |0.09 |0.08 |0.08 |0.07 |0.07 |0.06 |0.05
160 0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.07 |0.06 |0.06 |0.05 |0.05
165 0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.06 |0.05 |0.05 |0.05 |0.04 |0.04 |0.04 |0.03
170 0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.05 |0.04 |0.04 |0.04 |0.04 |0.04 |0.03 |0.03 |0.03
175 0.04 |0.04 |0.04 |0.04 |0.04 |0.04 [0.04 |0.04 |0.04 |0.04 |0.03 |0.03 |0.03 |0.03 |0.03
180 0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03 |0.03

C Range: 0 - 360DEG gRange: 0 - 180DEG
C Interval: 5.0DEG ginterval: 0.5DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.275
Temperature:30DEG Humidity:65.0%
Operators:HCZ Test Distance:6.172m [K=1.0000]

Test Date:2017-10-31 Remarks:



