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Item/Model Number: E11050
Travertine 1-Light LED Wall Sconce

1 x LED 12.6W ( Included )
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Before getting,started,ensure the package
contains the following components:

Antes de comenzar, asegurese de que el paquete
contenga los siguientes componentes:

Avant de commencer, assurez-vous qu le
paquet contient les composants suivants:
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#5/32 × 1.25"

M0.16" ×0.4"

LED CC DRIVER

NE016277035-2GH

120-277V   12-40V

L2.6" * W1.33" *0.84"
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This fixture is equipped with an LED driver, please refer to the Wiring Diagram for more details
Ce luminaire est équipé d’un pilote a LED, veuillez vous référer au Schéma De Câblage pour plus de détails

Este accesorio está equipado con un controlador LED, por favor consulte el Diagrama De Cableado para obtener más detalles.
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WIRING DIAGRAM

DIMMER COMPATIBILITY

ITEM/MODEL: E11050
MUST be installed by an experienced professional

CRITICAL KNOWLEDGE of electronic lighting systems required

IMPROPER WIRING and/or INCORRECT DIMMER use can cause CATASTROPHIC DAMAGE!

THIS FIXTURE MUST BE INSTALLED with a COMPATIBLE DIMMER SWITCH

DO NOT CUT FACTORY-MADE CONNECTIONS.

LED DRIVER DIAGRAM

SCHEMATIC
FOR GENERAL
REFERENCE ONLY

VERIFIED LIST OF TESTED DIMMERS GENERAL COMPATIBILITY

TRIAC / FORWARD PHASE
ELV / REVERSE PHASE

Due to inrush current, wattage should
not exceeed 150W on a 600W dimmer

FACTORY CONNECTIONS

(+) INNER CONUCTOR   OUTER MESH(-)

AC:120-277V~50/60Hz

White(N) Black(L)

NE016277035-2GH

Black(-) Red(+)

White (-) IBlack (+)

Lutron Diva DVCL-153P
Lutron Diva DVELV-300P
Lutron Skylark CTCL-153P
DEAKO-Smart Dimmer
DEAKO-Simple Dimmer
LEVITON 6672-L
LEVITON 6674
LEVITON DSL06

IMPORTANT!

If the control is not paired properly to LED

fixtures, irreparable damage may occur.

www.et2online.com/led-dimmer

If the dimmer you are using is not Iisted here,
consult a lighting professional or view our
Dimming Compatibility Chart online:

Model:NE016277035-2GH

LED LIGHTING POWER

Input : 120-277Vac 0.17A 50/60Hz
Output :12-40Vdc 350mA
Input Power: 17W Max

Dimmable at Vin=120Vac
PF >0.9 at Vin=120Vac
Suitable for dry or damp locations

Suitable for operation with a Triac dimmer
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