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Item/Model Number:

 Please consult a qualified electrician prior to install
Veuillez consulter un électricien qualifié pour suspendre le luminare et le câblage.
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1: Connect the wires with wire nuts. Connect white to white, black to black and green wire to green wire as grounding connectio

to join lights as shown
(optional)

n. 

    Also connect the dimming wire.  

2: Fix the mounting plate on the junction box , adjust the wire to suitable length

3: Install the base with fixing nut on the driver

4: Install the fixing nut on the ceiling

5: Tighten the lifting rope to the fixing nut

6: Attach the lifting rope to the slot behind the fixture and tighten the nut , adjust the rope to suitable length
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Positive (L)

Neutral (N)

Ground Wire
(Green Wire)

     B



If the control is not paired properly to LED 
 irreparable damage may 

If the dimmer  are 
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GENERAL COMPATIBILITY IMPORTANT!

4.92"L x 2.52"W x 0.98"H

 INPUT 

lack ) R
(optional)

violet (+) 
pink (-)

FACTORY CONNECTIONS
(+) INNER CONUCTOR   |  

4.92"L x 2.52"W x 0.98"H

TRIAC / FORWARD PHASE ELV / 
REVERSE PHASE:ONLY WORK AT 
120VAC
0-10V / LOW VOLTAGE: WORK AT
120-277VAC
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VERIFIED LIST OF TESTED DIMMERS


	Item/Model Number:: E26004
	[NAME] [DESCRIPTION]: Continuum 48" LED Pendant
	[#] x [Bulb Type] [Wattage] (Included):  Lamping | Ampoule: 1 x LED 34W (Included)


