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ITEM/MODEL: E30568-20PC 

WIPING DIAGRAM 

DIMMER COMPATIBILITY 

MUST be installed by an experienced professional 

CRITICAL KNOWLEDGE of electronic lighting systems required 

IMPROPER WIRING and/or INCORRECT DIMMER use can cause CATASTROPHIC DAMAGE! 

THIS FIXTURE MUST BE INSTALLED with a COMPATIBLE DIMMER SWITCH 

DO NOT CUT FACTORY-MADE CONNECTIONS. 
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FACTORY CONNECTIONS 
(+)INNER CONUCTOR I OUTER MESH(-) 

Factory connection 

SCHEMATIC 
FOR GENERAL 
REFERENCE ONLY 

VERIFIED LIST OF TESTED DIMMERS 

Lutron DVCL-153P 
Lutron DVELV-300P 

GENERAL COMPATIBILITY 

TR/AC I FORWARD PHASE 
EL VI REVERSE PHASE 
ONLY at 120VAC 
0-10VLOWVOLTAGE
Worat 120-277VAC

Due to inrush current, wattage should 
not exceed 150W on a 600W dimmer 

IMPORTANT! 

If the control is not paired properly to LED 
fixtures,irreparable damage may occur. 

If the dimmer you are using is not listhed here, 
consult a lighting professional or view our 
Dimming Compatibility Chart onlinge: 
hll�.com/led-dimmer 
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Must be installed by a licensed electrician with
knowledge of electronic lighting systems
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