Cog | E24064-92BKSN

Job Name: Job Type:.

Quantity:

Comments:

PRODUCT DESCRIPTION

A scalloped aluminum extrusion is finished in Black with intersecting arms of Satin Nickel which support Safin White
glass globes illuminated by LED G9 lamps that are included.
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MEASUREMENTS
DIMENSION

MAX OAH
CANOPY
HANGING WEIGHT

LAMPING

INPUT VOLTAGE
LUMENS

BULB

BULB INCLUDED
DIMMABLE

CRI
COLOR_TEMP

:30"L x30"W x16"H

1 59.25" OAH

:475"W x1"H x4.75"L
: 11.441b

1120V

: 2,520 Rated (2,000 Del.)

1 7 x4W LED LED , 32W Total
: (Included)

1 ELV or Triac CL

1 90+ CRI

: 3000K

Always consult a qualified electrician before installing any lighting product.

FINISHES OPTION

. Black / Satin Nickel (BKSN)

GLASS
Satin White 92

MATERIAL
Aluminum, Steel, Glass

RATINGS

CETLus
Dry Location

ADDITIONAL
SLOPE: 15

RATED LIFE 50000 Hours
OPERATING TEMPERATURE:
-20°C (-4°F), 40°C (104°F)




